Wing knobs type M

Finishing type of the body [C]

<table>
<thead>
<tr>
<th>TYPE</th>
<th>Material</th>
<th>Knob finish [D]</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Insert</td>
<td>Knob</td>
</tr>
<tr>
<td>M11</td>
<td>ZAMAK</td>
<td>Polyamide</td>
</tr>
<tr>
<td>M12</td>
<td>Stainless steel</td>
<td>Polyamide</td>
</tr>
</tbody>
</table>

Stainless steel, ZAMAK / Stainless steel

Type of nut [N]

<table>
<thead>
<tr>
<th>Type of nut</th>
<th>Material</th>
<th>Stainless steel</th>
</tr>
</thead>
<tbody>
<tr>
<td>ZAMAK 5</td>
<td>Polyamide</td>
<td>Stainless steel</td>
</tr>
<tr>
<td>Polyamide</td>
<td>Stainless steel</td>
<td></td>
</tr>
<tr>
<td>Steel</td>
<td>Stainless steel</td>
<td></td>
</tr>
</tbody>
</table>

How to order:

Type of lock: M22-3
Type of housing: C.N.
Type of insert: M12.D
Type of cam: H.G

How to order:

Type of lock: M22-3
Type of housing: C.N.
Type of insert: M12.D
Type of cam: H.G

How to order:

Type of lock: M22-3
Type of housing: C.N.
Type of insert: M12.D
Type of cam: H.G

meaning:

D - designation of the material for housing and finish (for inserts M1, M2, M3 available finishing 7 and 8),
N - type of nut
H.G - cam bended dimension

Notice:
The lock M22-3 is fitted with cams from the group: 11, 12, 13, 14, 18, 31, 32, 33, 34, JZ-002, JK-1610.
Dimension HG should be choosen from pages from 1C-7 to 1C-20
Insert M3 is assembled on insert T13.
Inserts M1, M2, M3 are available with the finish 7 and 8 (RAL 9005 and RAL 7035).

www.roztocze.eu